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Automatic voltage stabilizer 1 phase

Product Code: SH - DRI
Description
· Principle adjust engine power to help stabilize the continuous line
· Three times safety is protected 3 in 1:
· Overvoltage protection,
· overload protection,
· switching power on.
· Industrial Designs
· Quality is confirmed in the last decade
· Smooth running, low power self-help device power capacity in order to
· romote the best use features, durable equipment and power savings.
· Overload protection CB
· Overvoltage protection CB input
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THONG SO KY THUAT - SPECIFICATIONS

Kigu - Type SH Direct DRI Direct
Dién ap vao - Input Voltage 130V + 250V 80V + 240V
Dién ap ra - Output Voltage 220V - 110V + 2~3%

Tén s8 - Frequency 49Hz +62Hz
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Response Time Against 10% Input 15+3s

Voltage Deviation

15.000VA + 50.000VA

Nhiét d6 mai trudng
Ambient Temperature

5°C + +40°C

Nguyén Iy diéu khién
Control System

Dong co Servo
Servo Motor

Kiéu déng - Design

Kiéu dang (kich thutc, trong Iugng) thay di khong can béo trudc
The design can be changed without prior notice

D cach dién - Insulation Resistance

L6n hon 3MQ & dién &p 1 chiéu 500V - More than 3MQ at DC 500V

D% bén dién - Dielectric Strength

Kiém tra & dién ap 2000V trong vong 1 phit
Tested at AC 2000V for 1 min





