Automatic voltage stabilizer 3 phase dry type
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Product Code SH3	
Description
Adjust independent third phase should fit all the harsh grid
CB Overload protection 
CB  Overload protection at input
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THONG SO K¥ THUAT - SPECIFICATIONS

Kiéu - Type

NM SH3 DRIl

ap vao - Input Voltage

304V ~ 420V (175V ~ 242V) 260V ~ 430V(150V~248V) 160V ~ 430V (90V ~ 250V)

Diégn ap ra - Output Voltage 380V£2~3% 380V £2~3% (200V £2-3%)* | 380V £.2~ 3% (200V £2 ~ 3%)*
Tén s6 - Frequency 49Hz ~ 62Hz

Thai gian dap ing véi 10% dién &

vio .:.y di pig 3 <30kVA > 30kVA

Response Time Against 10% Input 04s+1s. 1s+3s

Voltage Deviation

Nhigt do moi truéng o o

Ambient Temperature -5C~+40C

Nguyén ly didu khign Bong co Servo 1 chidu

Control System DC Servo Motor

Kiéu déng - Design

Kiéu dang (Kich thut, trong lugng) thay i khong can bao truc.
The design can be changed without prior notice

D3 cach dién - Insulation Resistance

L6n hon 3MQ & dién 4p 1 chiéu 500V - More than 3MQ at DC 500V

D6 bén dign - Dielectric Strength

Kiém tra & dién p 1500V trong vong 1 phat
Tosted at AC 1500V for 1 min

*Tir 3KVA 0én 30KVA may o6 2 dung ra 380V/200V, tf may 45KVA trd 1én chi c6 380V (Quy céch khac cé thé san xuat theo yéu cau)

Cong subt ral
Output capacty (kVA)

100%

5%

s
s

%

96 thi giéi han cong suit ra & cac mitc dién 4p vio
The output capacity imitchart a nput voltage level

Ding riéng cho duting ra 380V
380V output singlo use

Ding riéng cho dubng ra 220,
hay ding aéng thar 380V1220V
220Voutput single use or
'380V/220V combination use

Oién ép viol
Input votage (V)

160





